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mbm triumph 6550 ep hydraulic paper cutter is a professional-grade cutting machine designed to
meet the rigorous demands of print shops, bindery operations, and commercial printers. Known for
its precision, durability, and user-friendly features, the MBM Triumph 6550 EP Hydraulic Paper
Cutter is an essential investment for businesses seeking reliable, high-volume cutting capabilities.
This article provides an in-depth overview of the MBM Triumph 6550 EP, highlighting its features,
benefits, and why it stands out as one of the top hydraulic paper cutters on the market.

Overview of the MBM Triumph 6550 EP Hydraulic Paper Cutter

The MBM Triumph 6550 EP is a heavy-duty hydraulic paper cutting machine engineered for

accuracy and efficiency. Its robust construction and advanced safety features make it suitable for
continuous operation in demanding professional environments. The "EP" in its name indicates the
electronic programming capabilities that facilitate precise, repeatable cuts, enhancing productivity.

Key Features at a Glance

- Hydraulic cutting mechanism for smooth, consistent cuts

- Electronic back gauge control for precise positioning

- High cutting capacity to handle large stacks of paper

- User-friendly interface with digital controls

- Safety features to ensure operator protection

- Durability built with high-quality materials for long-term use
- Versatility in handling various paper sizes and weights

Design and Build Quality

The Triumph 6550 EP boasts a rugged frame constructed from heavy-duty steel, ensuring stability
during operation. Its sleek design not only adds to its aesthetic appeal but also contributes to its
durability. The cutting table is made from hardened steel, providing a smooth surface for accurate
cuts and easy maintenance.

Ergonomics and User-Friendly Design



Nuovisimi temi svolti per il 1° biennio delle scuole superior... Vol. 2024, Issue 3

- Intuitive control panel with digital display for easy operation
- Adjustable clamp to secure paper stacks firmly

- Clear measurement guides for quick setup

- Comfortable working height to reduce operator fatigue

This thoughtful design approach ensures that operators can work efficiently and safely, minimizing
errors and maximizing throughput.

Cutting Capacity and Precision

The MBM Triumph 6550 EP can cut stacks of paper up to a significant thickness, making it suitable
for high-volume tasks. Its hydraulic system delivers powerful, clean cuts without crushing or tearing
the material.

Technical Specifications

- Maximum cutting length: 25.6 inches (650 mm)

- Maximum stacking height: Approximately 4.7 inches (120 mm)
- Cutting capacity: Up to 1,000 sheets of 80 gsm paper

- Cutting accuracy: £0.1 mm for precise results

- Blade: Hardened steel for longevity and sharpness

Benefits of Hydraulic Cutting
- Provides consistent cutting force
- Ensures smooth operation with minimal vibration

- Reduces blade wear and maintenance needs
- Capable of handling heavy-duty workloads efficiently

Electronic Back Gauge and Programming Features

One of the standout features of the MBM Triumph 6550 EP is its electronic back gauge system. This
allows operators to set exact measurement points for repeated cuts, significantly increasing
productivity and accuracy.

Features and Benefits

- Digital keypad for precise input of measurements
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- Memory functions to store frequently used settings

- Automatic cycle for multiple cuts at preset measurements
- Quick adjustment for different paper sizes

- Locking mechanism to prevent accidental movement

These features make the Triumph 6550 EP ideal for jobs requiring high consistency, such as booklet
trimming, business card cutting, or large batch processing.

Safety Features and Compliance

Safety is paramount in professional cutting equipment, and the MBM Triumph 6550 EP emphasizes
operator protection through multiple safety mechanisms.

Key Safety Features
- Safety guard that covers the blade to prevent accidental contact
- Emergency stop button for immediate halting of operation
- Automatic blade return after each cut

- Safety sensors that disable operation if the guard is not properly in place

Compliance with international safety standards ensures that operators can work confidently without
risking injury.

Operational Efficiency and Maintenance
The Triumph 6550 EP is designed to facilitate smooth operation and minimal downtime.
Ease of Operation
- Simple calibration procedures
- Clear instructions on the control panel
- Fast blade replacement with quick-change blade system
- Automatic lubrication system to keep components in optimal condition
Maintenance and Longevity

- Regular blade sharpening recommended to maintain cut quality
- Hydraulic fluid levels should be checked periodically
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- Routine cleaning of the cutting table and sensors

Proper maintenance extends the lifespan of the machine and ensures consistent performance over
years of use.

Applications and Industries

The MBM Triumph 6550 EP is versatile and suitable for a variety of applications across multiple
industries.

Common Use Cases

- Commercial printing and finishing

- Bookbinding and booklet trimming

- Business card and postcard cutting

- Cardboard and packaging material trimming
- Large-volume paper cutting tasks

Industries Benefiting from the Triumph 6550 EP

- Printing and publishing houses

- Commercial print shops

- Corporate marketing departments
- Educational institutions

- Packaging companies

Its ability to handle diverse materials and sizes makes it an indispensable tool for professional
finishing operations.

Advantages of Choosing the MBM Triumph 6550 EP Hydraulic Paper
Cutter

When considering a hydraulic paper cutter, the Triumph 6550 EP offers several compelling benefits:

Top Benefits

- High precision and consistency for professional quality
- Robust construction for long-term durability
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- Ease of use with digital controls and programmable settings
- Safety features that protect operators

- High capacity suitable for demanding workloads

- Reduced labor time due to automated features

Comparative Edge

Compared to manual or semi-automatic cutters, the Triumph 6550 EP?s hydraulic system and
electronic controls significantly improve efficiency, accuracy, and safety, making it a cost-effective
choice for high-volume operations.

Conclusion: Why the MBM Triumph 6550 EP Hydraulic Paper Cutter is
a Smart Investment

Investing in the MBM Triumph 6550 EP hydraulic paper cutter means opting for a reliable,
high-performance machine that elevates your finishing capabilities. Its combination of precision,
safety, durability, and ease of operation ensures that your business can handle large-scale projects
with confidence and efficiency. Whether you are trimming books, business cards, or bulk paper
stacks, the Triumph 6550 EP delivers professional results consistently, making it a valuable addition
to any print or finishing environment.

Where to Buy the MBM Triumph 6550 EP Hydraulic Paper Cutter

For businesses interested in purchasing the MBM Triumph 6550 EP, it's recommended to buy from
authorized dealers or trusted suppliers who offer genuine products and after-sales support. Proper
training on operation and maintenance is essential to maximize the machine?s lifespan and
performance.

Optimize your print and finishing operations with the MBM Triumph 6550 EP hydraulic paper cutter ?
the epitome of precision, safety, and efficiency in professional paper cutting.

mbm triumph 6550 ep hydraulic paper cutter: A Comprehensive Review of Performance and
Precision

The mbm triumph 6550 ep hydraulic paper cutter has established itself as a leading solution for
high-volume paper trimming needs in professional print shops, commercial bindery operations, and
large-scale production environments. Combining robust hydraulic technology with advanced safety
features and user-friendly controls, this machine promises precision, efficiency, and durability. In this
article, we will explore its key features, technical specifications, operational benefits, safety
considerations, and how it compares to other paper cutting solutions in the market.
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Introduction to the mbm triumph 6550 ep Hydraulic Paper Cutter

The mbm triumph 6550 ep is designed for heavy-duty usage, capable of handling large stacks of
paper with ease. Its hydraulic system ensures smooth, powerful cuts, reducing wear and tear on the
machine while providing consistent results. Whether cutting standard sheets or oversized batches,
users can count on this model?s reliability and accuracy.

This cutter is particularly valued in environments where precision and safety are non-negotiable,
such as print shops, commercial printers, and finishing facilities. Its combination of advanced
features and ergonomic design makes it a versatile tool for professionals demanding high
throughput with minimal downtime.

Technical Specifications

Understanding the technical parameters of the mbm triumph 6550 ep provides insight into its
capabilities and suitability for various operational demands:

- Cutting Length: 650 mm (25.6 inches) ? suitable for standard letter and A4 formats, with the
ability to handle larger sheets.

- Cutting Capacity: Up to 50 sheets of 80 gsm paper ? ideal for bulk trimming operations.

- Blade Type: Solid, hardened steel blade designed for durability and precision.

- Cutting Width: 655 mm (25.8 inches) ? accommodating wide-format printing and oversized
materials.

- Hydraulic System: Provides smooth operation, uniform pressure, and consistent cuts.

- Motor Power: Typically in the range of 0.75 kW to 1.0 kW, ensuring sufficient power for
demanding tasks.

- Safety Features: Includes blade safety guard, two-hand operation, and automatic shut-off.

- Dimensions and Weight: Approximately 1,200 mm (47 inches) in length, with a weight
exceeding 250 kg (550 Ibs), indicating a sturdy build suitable for industrial use.

- Power Requirements: Usually operates on standard 220V or 380V three-phase power supply,
depending on regional standards.

Design and Build Quality
The mbm triumph 6550 ep exemplifies industrial-grade craftsmanship. Its solid steel frame and

precision-engineered components confer stability and longevity. The machine?s design emphasizes
both safety and ease of use:

- User Interface: Features an intuitive control panel with digital or analog indicators for setting cut
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lengths and other parameters.
- Cutting Table: Equipped with a high-quality, non-slip surface that ensures accurate alignment.
- Blade Carriage: Designed for easy blade replacement and maintenance, reducing downtime.
- Mobility and Placement: Despite its weight, it often includes caster wheels or handles for safe
repositioning within the workspace.

The overall build quality underpins its reputation as a reliable and long-lasting piece of equipment,
capable of withstanding the rigors of high-volume production.

Operational Features and Benefits
Hydraulic System for Consistent Results
The core advantage of the mbm triumph 6550 ep lies in its hydraulic system. Unlike mechanical or

electric cutters, hydraulic mechanisms provide:

- Smooth Cutting Action: Reduces vibrations and noise, leading to cleaner cuts.
- Uniform Pressure Distribution: Ensures each cut is precise, even with thick stacks.
- Reduced Blade Wear: Hydraulic pressure minimizes blade stress, extending its lifespan.

Adjustable Cutting Parameters

The machine offers versatile settings to cater to different material types and thicknesses:

- Cut Length Adjustment: Via digital or mechanical controls, enabling quick setup for various
formats.

- Stack Height Adjustment: To accommodate different paper thicknesses and ensure optimal
compression during cutting.

- Cutting Depth Control: For precise trimming of sensitive materials.

Safety Mechanisms
Safety is paramount in high-capacity cutting machines. The mbm triumph 6550 ep incorporates

multiple safety features:

- Blade Safety Guard: Protects operators from accidental contact.
- Two-Hand Operation: Requires both hands to engage the cutting process, preventing
unintended activation.
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- Automatic Shut-Off: Stops the machine if safety sensors detect anomalies or if the safety guard
is lifted.
- Emergency Stop Button: Easily accessible for immediate halting of operations.

User-Friendly Operation

Despite its industrial capabilities, the machine is designed for ease of use:

- Simple Setup: Quick calibration of cut lengths and batch sizes.

- Clear Indicators: Digital displays provide real-time information on status, error messages, and
settings.

- Maintenance Accessibility: Easy blade replacement and routine checks reduce downtime.

Safety and Maintenance Considerations

While the mbm triumph 6550 ep emphasizes safety, proper operation and maintenance are
essential for longevity and consistent performance:

- Operator Training: Ensuring staff understand safety protocols reduces risk.

- Regular Blade Sharpening or Replacement: Maintains cutting quality and prevents blade
damage.

- Hydraulic System Checks: Regular inspection for leaks or pressure issues.

- Cleaning: Removing dust and paper debris from the machine enhances longevity.

- Scheduled Servicing: Following manufacturer guidelines for lubrication, electrical checks, and
component replacements.

Comparing mbm triumph 6550 ep to Other Paper Cutters

When evaluating the triumph 6550 ep, it?s useful to compare it with other models in the same
category:

| Feature | mbm triumph 6550 ep | Competitor A | Competitor B |
R R — R R |
| Cutting Length | 650 mm | 600 mm | 700 mm |

| Cutting Capacity | 50 sheets | 40 sheets | 60 sheets |
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| Hydraulic System | Yes | No | Yes |

| Safety Features | Advanced | Standard | Basic |
| Price Range | Premium | Mid-range | High-end |
| Ease of Use | High | Moderate | High |

The triumph 6550 ep stands out for its combination of high capacity, safety, and durability, making it
suitable for demanding environments. While it may come at a higher initial investment, its longevity
and performance often justify the cost.

Applications and Ideal Use Cases

The mbm triumph 6550 ep is ideally suited for:

- Commercial Print Shops: Efficiently handling large print runs requiring precise trimming.
- Binding and Finishing Facilities: Preparing stacks of materials for binding or folding.

- Educational Institutions: For departments that require cutting large quantities of paper.

- Corporate Offices: For high-volume document trimming and finishing.

- Packaging and Labeling Industries: Cutting oversized sheets or labels with precision.

Its adaptability makes it a versatile addition to any professional setting where heavy-duty paper
cutting is routine.

Final Verdict: Is the mbm triumph 6550 ep Hydraulic Paper Cutter Worth It?

Considering its robust build, advanced safety features, and reliable hydraulic operation, the mbm
triumph 6550 ep is a top-tier investment for organizations that demand high-volume, precise, and
safe paper cutting. Its capacity to handle thick stacks efficiently reduces cycle times and operator
fatigue, leading to increased productivity. While the upfront cost may be higher than smaller or less
sophisticated models, its durability and performance often lead to significant long-term savings.

For print and finishing professionals seeking a dependable, high-capacity cutter that combines
technological innovation with user safety, the mbm triumph 6550 ep stands out as a compelling
choice. Its blend of power, precision, and safety features makes it an indispensable tool in modern
print finishing workflows.

Conclusion
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The mbm triumph 6550 ep hydraulic paper cutter exemplifies the evolution of industrial cutting
technology, marrying powerful hydraulic systems with advanced safety and user-centric features. Its
ability to deliver consistent, accurate cuts in high-volume settings makes it a cornerstone piece of
equipment for professional print and finishing operations. Proper maintenance and operator training
are essential to maximize its lifespan and performance, but with these in place, this machine offers
years of reliable service.

In a competitive market where quality, safety, and efficiency are paramount, the mbm triumph 6550
ep stands as a benchmark for excellence in hydraulic paper cutting solutions.

QuestionAnswer What are the key features of the MBM Triumph 6550 EP hydraulic paper
cutter? The MBM Triumph 6550 EP features a robust hydraulic cutting mechanism, a large cutting
length of up to 65 inches, a programmable back gauge, safety sensors, and an easy-to-use control
panel, making it suitable for high-volume professional paper cutting tasks. How does the hydraulic
system in the MBM Triumph 6550 EP improve cutting precision? The hydraulic system provides
consistent and smooth blade movement, reducing vibrations and ensuring accurate, clean cuts even
under heavy workloads, which enhances overall precision and reliability. Is the MBM Triumph 6550
EP suitable for large-format printing and binding shops? Yes, due to its large cutting capacity,
programmable features, and sturdy construction, the Triumph 6550 EP is ideal for large-format
printing, binding, and commercial print shops requiring high-volume, precise cuts. What safety
features are included with the MBM Triumph 6550 EP paper cutter? The cutter is equipped with
safety sensors, blade safety shields, and emergency stop buttons to ensure operator safety during
operation, complying with industry safety standards. How does the programmable back gauge
enhance productivity with the Triumph 6550 EP? The programmable back gauge allows for quick,
accurate adjustments for multiple cuts, reducing setup time and increasing throughput, making it
efficient for repetitive cutting tasks. What maintenance is required to keep the MBM Triumph 6550
EP in optimal condition? Routine maintenance includes regular lubrication of moving parts, checking
hydraulic fluid levels, inspecting blades for sharpness, and ensuring safety sensors and electrical
components are functioning properly to maintain optimal performance.

Related keywords: hydraulic paper cutter, MBM Triumph 6550 EP, paper cutting machine,
industrial paper cutter, heavy-duty paper cutter, paper trimming equipment, electronic paper cutter,
commercial paper cutter, industrial trimming machine, hydraulic paper trimming
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Understanding the LT star delta starter circuit diagram is essential for electrical engineers,
technicians, and students involved in the automation and control of induction motors. This starter
method is widely used in industries to reduce the starting current and torque of squirrel cage motors,
thereby protecting electrical components and ensuring smooth operation. In this comprehensive
guide, we will explore the fundamental principles, detailed circuit diagrams, working mechanisms,
and advantages of the star delta starter, providing a clear understanding of its application in
low-tension (LT) electrical systems.

Introduction to Star Delta Starter

A star delta starter is a method used to start three-phase induction motors with reduced starting
torque and current. It involves initially connecting the motor windings in a star (YY) configuration to
limit the inrush current during startup, then switching to a delta (?) configuration for normal
operation. This transition reduces mechanical and electrical stresses on the motor, prolonging its
lifespan and improving efficiency.

Key Objectives of Using a Star Delta Starter:

- Reduce starting current (typically 1/3 to 1/2 of direct-on-line starting current)
- Minimize voltage drops in the power system

- Decrease mechanical stress during startup

- Protect motor windings from overheating and damage

Components of the LT Star Delta Starter Circuit Diagram

A typical LT star delta starter circuit diagram comprises several essential components that work in
harmony to achieve smooth motor starting and running:

Major Components

- Three-phase Supply ? Provides the power to the system (typically 415V, 50Hz in many
regions)

- Contactor (Main, Star, and Delta contactors) ? Electromagnetic switches used to
connect/disconnect motor windings in star or delta configuration

- Overload Relay ? Protects the motor from overload conditions by disconnecting the supply if
current exceeds preset limits

- Timer (Timing Relay) ? Controls the switching from star to delta configuration after a preset
time interval

- Control Circuit ? Low-voltage control wiring that energizes contactors and timer
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- Auxiliary Contacts ? Used for interlocking and control logic to prevent simultaneous
energization of star and delta contactors

Additional Elements
- Start and Stop Push Buttons (for manual control)

- Interlocking Devices (to prevent short circuits or simultaneous contactor operation)
- Protective Devices (fuses, circuit breakers)

Typical Circuit Diagram of LT Star Delta Starter
While actual diagrams vary depending on specific applications, the fundamental circuit layout

includes:

- The main contactor (KM1)

- The star contactor (KM2)

- The delta contactor (KM3)

- Timer relay (T)

- Overload relay (OL)

- Control circuit wiring connecting the push buttons, contactors, and timer

Diagram Overview:

Power Supply (R, Y, B)

[Overload] [Overload] [Overload]

[Main contactor (KM1)]
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[Star contactor (KM2)] [Delta contactor (KM3)]

Motor Windings
/\
I\

Connected in Y (star) or ? (delta)

Note: For visualization, refer to detailed schematics provided in technical manuals or motor starter
catalogues.

Working Principle of the LT Star Delta Starter Circuit

The operation of a star delta starter involves two main phases: initial startup in the star configuration
and subsequent transition to delta for normal running.

Startup Phase (Star Connection)

- When the start button is pressed, the main contactor (KM1) energizes, connecting the motor to
the supply.

- The star contactor (KM2) energizes simultaneously, connecting the motor windings in a star (Y)
configuration.

- The motor begins to accelerate with reduced voltage (?3 times less than the line voltage).

- The overload relay monitors the current and temperature to prevent damage.

Transition Phase (Switching to Delta)

- After a preset time delay (set by the timer relay T), the timer de-energizes the star contactor
(KM2) and energizes the delta contactor (KM3).

- This switches the motor windings from star to delta configuration.

- The motor now runs at full line voltage, providing rated torque and speed.
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- The transition is designed to be smooth, preventing sudden shocks or current surges.

Normal Running Phase

- The motor operates in delta configuration with full voltage.
- The contactors remain in their respective states until the motor is stopped.

Stopping the Motor

- The stop push button de-energizes the main contactor (KM1).
- All contactors de-energize, disconnecting the motor from the supply.
- The system resets for the next operation cycle.

Control Wiring and Interlocking Mechanisms

Proper control wiring ensures safe and reliable operation of the star delta starter. Key features
include:

- Interlocking between contactors: Prevents simultaneous energization of star and delta
contactors, avoiding short circuits.

- Overload Protection: Disconnects supply in case of overload conditions.

- Timer Control: Ensures the transition from star to delta after the preset time.

Typical Control Logic:

- When the start button is pressed:

- KM1 and KM2 energize.

- Motor starts in star connection.

- After the timer elapses:

- KM2 de-energizes.

- KM3 energizes, switching to delta connection.
- When stop is pressed:

- All contactors de-energize, stopping the motor.

Advantages of Using LT Star Delta Starter

Implementing a star delta starter offers several benefits:
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- Reduces starting current by approximately 1/3 to 1/2 compared to DOL starters.

- Minimizes mechanical stress during startup, extending motor lifespan.

- Decreases voltage drops in the power supply system, improving overall system stability.
- Provides a cost-effective solution for high-power motors.

- Simple control circuitry and easy maintenance.

Limitations and Considerations

Despite its advantages, the star delta starter has some limitations that must be considered:

- Not suitable for starting motors requiring high starting torque.

- Transition from star to delta must be carefully timed to avoid torque fluctuations.
- Complex wiring compared to direct-on-line starters.

- Additional components may increase initial cost.

Design Considerations:

- Proper selection of timer delay

- Adequate interlocking mechanisms

- Correct sizing of contactors and overload relays

- Ensuring motor compatibility with star delta starting method

Applications of LT Star Delta Starter

Star delta starters are suitable in various industrial applications:

- Conveyor systems

- Pumps and blowers

- Fans and HVAC systems

- Industrial mixers

- Crushers and heavy machinery

Their ability to reduce electrical and mechanical stresses makes them ideal for high-power motors
where smooth startup is critical.

Conclusion

A comprehensive understanding of the LT star delta starter circuit diagram is vital for safe and
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efficient control of induction motors in low-tension electrical systems. By integrating components like
contactors, timers, and overload relays, the star delta starter effectively reduces starting currents
and mechanical stresses, thus protecting equipment and ensuring longevity. Proper design, wiring,
and operation of the circuit are essential to harness its full benefits. Whether in industrial automation
or large machinery, the star delta starter remains a popular choice for motor control, combining
simplicity with efficiency.

Remember: Always refer to manufacturer datasheets and electrical standards when designing or
implementing a star delta starter circuit to ensure compliance and safety.

| t star delta starter circuit diagram

In the realm of electrical engineering, particularly within industrial motor control systems, the LT star
delta starter circuit diagram stands out as a fundamental component for ensuring efficient motor
operation. Designed to minimize the initial electrical stress and reduce power consumption during
startup, the star delta starter is a pivotal device that helps prolong motor lifespan and optimize
energy usage. This article delves into the intricacies of the LT star delta starter, exploring its working
principles, detailed circuit diagrams, and practical applications, all presented in a manner accessible
to both budding engineers and seasoned professionals.

Understanding the Basics: What is a Star Delta Starter?

Before examining the circuit diagram itself, it?s essential to understand the core concept behind the
star delta starter. It is a type of motor starter used primarily for three-phase induction motors, aimed
at reducing the starting current and torque during the initial startup phase.

Key Features of the Star Delta Starter:

- Reduced Starting Current: Typically, it limits the inrush current to about one-third of what a
direct-on-line (DOL) starter would draw.

- Gradual Transition: It switches the motor connection from a star (Y) configuration during startup
to a delta (?) configuration for normal operation.

- Protection and Control: Incorporates various control devices such as contactors and overload
relays for safe operation.

The Working Principle of the LT Star Delta Starter

The main idea behind the star delta starter involves two stages:
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- Starting in Star Connection: When the motor begins to turn, it is connected in a star
configuration. This reduces the voltage applied to each winding to approximately 58% of the line
voltage, thereby reducing the starting current and torque.

- Transition to Delta Connection: After the motor reaches a predetermined speed, the circuit
switches the connection to delta configuration. This allows the motor to develop its full torque and
operate normally.

Sequence of Operations:

- Initial Start: The main contactor energizes, connecting the motor windings in a star
configuration.

- Timer Activation: A timer controls the duration for which the motor remains in the star mode.

- Switch to Delta: Once the preset time elapses, the delta contactors are energized, switching the
windings to delta configuration.

This phased approach ensures a smoother startup process, reducing mechanical and electrical
stress.

Components of an LT Star Delta Starter Circuit Diagram

The typical circuit comprises several essential components, each playing a critical role:

- Main Contactor (KM1): Connects the motor to the power supply in the star configuration.

- Star Contactor (KM2): Connects the motor windings in star configuration during startup.

- Delta Contactor (KM3): Connects the motor windings in delta configuration after startup.

- Overload Relay: Protects the motor from overcurrent conditions.

- Timer Relay: Controls the duration of the star connection before switching to delta.

- Control Switches and Push Buttons: For starting and stopping operations.

- Auxiliary Contacts: Used for interlocking to prevent simultaneous activation of conflicting
contactors.

Detailed Circuit Diagram Explanation
Power Circuit

The power circuit of the LT star delta starter involves the main three-phase power supply feeding
into the motor through various contactors. The key stages are:
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- Initial Phase (Star Connection):

- The main contactor (KM1) and star contactor (KM2) are energized.

- The motor windings are connected in a star configuration via the contactors.
- The overload relay monitors current and provides protection.

- Transition Phase:
- The timer relay initiates after a preset period, de-energizing the star contactor (KM2).
- Simultaneously, the delta contactor (KM3) is energized.

- Normal Running:

- The motor is now connected in delta configuration, allowing it to operate at full voltage and
torque.
Control Circuit
The control circuit manages the sequence of operations:

- Start Button (S1): When pressed, energizes the main contactor (KM1) and the star contactor
(KM2).

- Timer Relay (TR): Starts timing once the motor is in star mode.

- Stop Button (S2): De-energizes all contactors, stopping the motor.

- Interlocking: Auxiliary contacts ensure that the star and delta contactors are never energized
simultaneously, preventing potential short circuits or damage.
Step-by-Step Wiring and Circuit Diagram Construction
Constructing an LT star delta starter circuit diagram requires careful wiring of components, following
standard electrical practices. Here is a comprehensive guide:

- Connect Power Supply:

- Three-phase supply lines (L1, L2, L3) are connected to the main contactor (KM1).

- Control Circuit Wiring:
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- Connect the start button (S1) across the control circuit, in series with the coil of KM1.
- Connect the stop button (S2) parallel to the control circuit for emergency stopping.

- Contactor Coils:

- Connect the coil of KM1 to the control circuit, ensuring it can be energized via S1.
- Connect the coil of KM2 for star connection, controlled by its auxiliary contact.
- Connect the coil of KM3 for delta connection, also controlled via auxiliary contacts and the timer.

- Timer Setup:

- Integrate a timer relay (TR) that, upon energization, counts a preset duration, then de-energizes
KM2 and energizes KM3.

- Interlocking Contacts:

- Use normally closed auxiliary contacts of KM2 and KM3 to prevent both contactors from closing
simultaneously.

- Motor Connection:

- The motor windings are connected to the output of the contactors in star or delta configurations,
depending on the control circuit state.
Practical Applications of the LT Star Delta Starter
The LT star delta starter finds extensive use in various industrial settings:

- Heavy Machinery: Starting large motors in manufacturing plants with limited electrical
infrastructure.

- Pumps and Compressors: Reducing inrush currents during startup to avoid tripping circuit
breakers.
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- Conveyors and Material Handling Equipment: Ensuring smooth acceleration and reducing
mechanical stress.
- HVAC Systems: Efficient control of large fans and blowers.

Advantages of Using a Star Delta Starter

- Significantly reduces starting current, minimizing electrical stress.
- Decreases mechanical wear on motor components.

- Improves overall energy efficiency.

- Extends motor lifespan, reducing maintenance costs.

Limitations to Consider

- Not suitable for motors requiring high starting torque.
- Complex wiring and control may demand skilled installation.
- Transition timing must be carefully calibrated to prevent motor stalls or damage.

Conclusion

The LT star delta starter circuit diagram embodies a sophisticated yet essential technology in
modern industrial motor control. By understanding its working principle, components, and wiring,
engineers can effectively implement this starter to achieve optimized performance, energy savings,
and equipment longevity. Whether in manufacturing, HVAC, or heavy machinery, mastering the
design and operation of star delta starters is a valuable skill that bridges electrical theory with
practical application. As industries continue to seek energy-efficient solutions, the significance of
such starter circuits remains paramount?underscoring their role as a cornerstone in electrical
engineering and industrial automation.

QuestionAnswer What is the purpose of an L T star delta starter circuit diagram? The L T star
delta starter circuit diagram illustrates how to control a motor's starting and running modes, reducing
inrush current during startup by switching from a star connection to a delta connection for efficient
operation. How does the L T star delta starter circuit work? Initially, the motor is connected in a star
configuration to limit inrush current during startup. After the motor reaches a certain speed, the
circuit switches the connections to delta configuration for normal running, as shown in the circuit
diagram. What are the main components shown in the L T star delta starter circuit diagram? The
diagram includes components such as contactors (for star and delta connections), overload relays,
timers, control switches, and protective devices to facilitate switching and motor protection. Why is
the L T star delta starter preferred over direct-on-line starting? It reduces the initial inrush current
and mechanical stress on the motor, leading to less electrical and mechanical wear, enhancing



Nuovisimi temi svolti per il 1° biennio delle scuole superior... Vol. 2024, Issue 3

motor lifespan and reducing power consumption during startup. Can the L T star delta starter circuit
be used for all types of motors? It is mainly suitable for large three-phase induction motors where
reducing startup current is essential, but not suitable for slip ring or other types of motors that
require different starting methods. What safety precautions should be considered while designing or
implementing the L T star delta starter circuit? Ensure proper insulation, use overload protection
devices, incorporate emergency stop switches, and follow electrical standards to prevent faults,
electrical shocks, or equipment damage. Where can | find a detailed diagram of the L T star delta
starter circuit? Detailed circuit diagrams are available in electrical engineering textbooks, online
educational resources, and industry manuals that cover motor control and starter circuits.

Related keywords: L T star delta starter, motor starter circuit, star delta starter wiring, delta starter

diagram, motor control circuit, star delta starter components, motor starter wiring diagram, delta
starter operation, motor protection circuit, star delta starter troubleshooting

Read the full article online: L t star delta starter circuit diagram

Model 43ap Pneumatic Controller Style B Cexi

Model 43AP Pneumatic Controller Style B Cexi

The Model 43AP Pneumatic Controller Style B Cexi is a sophisticated control device widely used in
industrial automation systems to regulate various process variables such as pressure, temperature,
flow, and level. Known for its reliability, precision, and durability, this model has become a
cornerstone in process control applications across multiple industries including oil and gas, chemical
manufacturing, water treatment, and power generation. Its design emphasizes ease of installation,
maintenance, and integration into existing control schemes, making it a preferred choice among
engineers and technicians.

This in-depth article explores the various facets of the Model 43AP Pneumatic Controller Style B
Cexi, including its design features, operational principles, applications, calibration procedures,
maintenance requirements, troubleshooting tips, and its role within modern control systems.
Overview of the Model 43AP Pneumatic Controller Style B Cexi

Design and Construction

The Model 43AP features a robust construction tailored for industrial environments. Its main
components include:
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- Control Chamber: Houses the internal mechanism responsible for sensing the process variable.
- Diaphragm Assembly: Converts pressure changes into mechanical movement.

- Valve Mechanism: Regulates the output air pressure based on the diaphragm’s position.

- Output Connection: Connects to the control valve or actuator.

- Adjustment Screws: Allow fine-tuning of setpoints and response characteristics.

- Mounting Options: Designed for panel or wall mounting depending on operational needs.

The controller's style B designation indicates specific configuration features, such as the type of
connection fittings and internal layout, optimized for particular process requirements.

Key Features

- Rangeability: Capable of handling a wide range of process variables.

- Sensitivity: Responds accurately to minute changes in the controlled variable.

- Stability: Maintains consistent performance over extended periods.

- Ease of Calibration: Simplifies the process of setting and resetting control parameters.

- Compatibility: Designed to interface seamlessly with a variety of control valves and
instrumentation.

Operational Principles of the Style B Cexi Pneumatic Controller

Basic Working Mechanism

The Model 43AP operates on the fundamental principle of pneumatic feedback control. Its core
function is to compare the process variable (PV) with a pre-set reference (SP, setpoint) and adjust
the output air pressure accordingly.

Operational steps:

- Sensing the Process Variable: The sensing element detects changes in the process variable
and transmits this to the diaphragm chamber.

- Diaphragm Movement: Variations in pressure cause the diaphragm to move, translating into
mechanical displacement.

- Control Action: The movement adjusts the position of the valve mechanism, modulating the
output air pressure.

- Output Regulation: The regulated pneumatic signal is sent to control valves or actuators,
influencing the process variable to match the setpoint.

- Feedback Loop: Continuous feedback ensures the process remains within desired parameters.
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Style B Specifics
The Style B configuration is distinguished by its internal layout and connection fittings, facilitating

specific control applications where, for instance, particular flow or pressure characteristics are
essential. It often features:

- Standardized connection ports for ease of installation.
- Internal diaphragm arrangements suited for stable, steady-state control.
- Design elements that optimize response time and reduce overshoot.
Applications of Model 43AP Pneumatic Controller Style B Cexi
Industrial Process Control
The Model 43AP Style B Cexi finds extensive use in controlling:
- Pressure Systems: Maintaining consistent pressure levels in pipelines.
- Temperature Regulation: Controlling steam or fluid temperature via pneumatic signals.
- Flow Control: Managing flow rates in process lines.
- Level Control: Ensuring liquid levels remain within specified bounds in tanks and vessels.
Specific Industry Uses
- Oil and Gas: Regulating upstream pressure and flow to optimize extraction and transportation.
- Chemical Manufacturing: Precise control of process conditions to ensure product quality.
- Water Treatment Plants: Maintaining consistent water levels and flow rates.
- Power Plants: Regulating feedwater, steam, and cooling systems for efficiency and safety.

Integration in Control Systems

The pneumatic controller is often integrated into complex automation schemes, working alongside
electronic controllers, sensors, and actuators to provide robust, fail-safe control.

Calibration and Setup Procedures

Proper calibration ensures the Model 43AP performs optimally, delivering accurate and stable
control.
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Calibration Steps

- Initial Inspection: Check for physical damage, cleanliness, and proper connection fittings.

- Set the Zero Point: Adjust the zero-setting screw to calibrate the controller to a known baseline.
- Adjust the Span: Modify the span screw to calibrate the controller's response range.

- Set the Setpoint: Use the external or internal adjustment to establish the desired control point.

- Test the Response: Simulate process variable changes and verify the controller's response.

- Fine-Tuning: Make incremental adjustments to optimize stability and response time.

Calibration Tools Required
- Precision pressure gauges.
- Calibration manifold.
- Screwdrivers and adjustment wrenches.
- Reference process variable sources for validation.
Maintenance and Troubleshooting
Routine Maintenance
- Regular Inspection: Check for leaks, corrosion, and worn seals.
- Cleaning: Remove dust and debris, especially around diaphragm and valve assembly.
- Lubrication: Apply compatible lubricants to moving parts where specified.
- Calibration Checks: Periodically verify setpoints and response accuracy.
Common Issues and Solutions
| Issue | Possible Cause | Solution |

| Controller does not respond | Blocked or leaking connections | Inspect and replace damaged
fittings or seals |

| Inconsistent output pressure | Diaphragm damage or wear | Replace diaphragm assembly |

| Slow response to process changes | Internal contamination or wear | Clean internal parts or
replace components |
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| Excessive overshoot or oscillation | Incorrect setpoint or tuning | Adjust setpoint and response
parameters |

Troubleshooting Tips

- Always ensure the pneumatic supply pressure is within specified limits.

- Verify all connections for leaks using soap solution or leak detectors.

- Cross-check calibration with a known reference before making adjustments.
- Consult manufacturer manuals for detailed troubleshooting guides.

Advantages of the Model 43AP Pneumatic Controller Style B Cexi

- Reliability: Designed for continuous operation in harsh environments.

- Precision: Provides accurate control essential for process stability.

- Flexibility: Suitable for various process variables and control schemes.

- Ease of Maintenance: Modular components allow quick repairs and replacements.

- Compatibility: Can be integrated with a wide range of control valves and instrumentation.

Limitations and Considerations

While the Model 43AP Style B Cexi offers numerous benefits, users should be aware of certain
limitations:

- Pneumatic Dependency: Requires a stable pneumatic supply; susceptible to pressure
fluctuations.

- Response Time: May be slower compared to modern electronic controllers.

- Environmental Sensitivity: Sensitive to temperature and humidity conditions affecting internal
components.

- Ageing Components: Mechanical parts may wear over time, necessitating periodic replacement.

Best Practices for Optimal Performance

- Maintain a clean and stable pneumatic supply.

- Schedule regular calibration and maintenance routines.

- Train personnel in proper installation, calibration, and troubleshooting procedures.

- Consider upgrading to electronic or hybrid control systems in applications demanding faster
response times.
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Future Trends and Developments

The evolution of control technology continues to influence pneumatic controllers like the Model
43AP. Emerging trends include:

- Hybrid Systems: Combining pneumatic and electronic controls for enhanced performance.

- Smart Diagnostics: Integration of sensors and IoT technology for predictive maintenance.

- Material Advancements: Use of corrosion-resistant materials for extended lifespan.

- Automation Integration: Seamless interfacing with digital control systems for improved data
analysis and process optimization.

Despite these advancements, the Model 43AP Style B Cexi remains relevant due to its proven
reliability, simplicity, and effectiveness in many existing industrial applications.

Conclusion

The Model 43AP Pneumatic Controller Style B Cexi exemplifies a reliable, precise, and adaptable
control device essential in industrial automation. Its robust design, straightforward calibration, and
compatibility with various process control schemes make it an enduring choice for engineers
seeking dependable pneumatic control solutions. Understanding its operational principles,
applications, maintenance requirements, and troubleshooting techniques ensures optimal
performance and longevity. As industries continue to evolve, the core principles embodied by this
model remain relevant, providing a foundation for modern control system development and
integration.

Model 43AP Pneumatic Controller Style B CEXI: An In-Depth Guide to Its Features, Applications,
and Maintenance

When it comes to precise process control in industries such as manufacturing, chemical processing,
or HVAC systems, the model 43ap pneumatic controller style b cexi stands out as a reliable and
versatile solution. This controller combines traditional pneumatic technology with modern design
principles, delivering accurate regulation and robust performance in demanding environments.
Understanding its features, operation, and maintenance is essential for engineers, technicians, and
plant managers aiming to optimize their control systems.

Introduction to the Model 43AP Pneumatic Controller Style B CEXI
The model 43ap pneumatic controller style b cexi is a specialized device designed to regulate

process variables such as pressure, temperature, or flow rate through pneumatic signals. Its "style
B" designation indicates a specific configuration tailored for particular control applications, often
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characterized by its input/output specifications, calibration features, and mounting options.

The "cexi" suffix may refer to a particular series or certification standard, emphasizing safety,
durability, or compatibility with certain systems. Overall, this controller exemplifies a balance
between traditional pneumatic control methods and modern engineering requirements.

Understanding the Core Components
To appreciate the functionality of the model 43ap pneumatic controller style b cexi, it?s important to
understand its main components:

- Sensing Element

- Detects the process variable (e.g., temperature, pressure).
- Converts the physical measurement into a mechanical or pneumatic signal.

- Control Mechanism

- Adjusts the output based on the sensed variable.
- Typically involves a diaphragm or bellows system that responds to pressure differences.

- Output Valve

- Modulates the pneumatic signal sent to final control elements like actuators or valves.
- Ensures that the process variable remains within desired limits.

- Calibration and Adjustment Features

- Allow fine-tuning of the controller?s response.
- Include calibration screws, scaling marks, or digital interfaces (if applicable).

- Housing and Mounting
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- Designed for durability and ease of installation.
- Usually made of corrosion-resistant materials such as stainless steel or heavy-duty plastics.

Key Features and Specifications
Precision and Reliability
- Designed for accurate control over a broad range of process variables.
- Maintains stability even in fluctuating operational conditions.
Compatibility
- Supports standard pneumatic signals (typically 3-15 psi or 0.2-1.0 bar).
- Compatible with various control valves and actuators.
Flexibility
- Can be configured for different control modes, such as proportional, on/off, or PID control.
- Includes options for manual override.

Durability

- Built for industrial environments with exposure to dust, moisture, or corrosive substances.
- Meets industry standards such as ANSI, ISO, or CE certifications.

Ease of Calibration

- Features straightforward calibration procedures for quick setup and adjustments.
Applications of the Model 43AP Pneumatic Controller Style B CEXI

This controller is used across multiple industries, including:

- Chemical Processing
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- Maintaining precise temperature and pressure in reactors.
- Regulating flow rates of chemicals during production.

- Oil and Gas

- Controlling pressure in pipelines.
- Managing flow in refining processes.

- Water Treatment

- Regulating chemical dosing.
- Controlling flow and pressure in filtration systems.

- HVAC Systems

- Maintaining temperature and pressure in large building systems.
- Ensuring energy efficiency and safety.

- Manufacturing

- Automating assembly lines requiring consistent process variables.

- Controlling pneumatic machinery and tools.

Installation and Setup Guidance

Proper installation and setup are critical for optimal performance of the model 43ap pneumatic

controller style b cexi. Follow these steps:

- Site Preparation

- Select a location that minimizes exposure to vibrations, extreme temperatures, and corrosive
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agents.
- Ensure adequate space for maintenance and calibration.

- Mounting

- Secure the controller on a stable, level surface or panel.
- Use mounting brackets or fittings compatible with the device's design.

- Piping Connections

- Connect the process inlet to the sensing element, ensuring no leaks.
- Attach the output line to the control valve or actuator.
- Provide clean, dry compressed air supply within specified pressure ranges.

- Initial Calibration

- Follow manufacturer instructions to calibrate the sensing element.
- Adjust the zero and span settings for accurate response.
- Verify the output signal against known process variable standards.

- Testing

- Simulate process conditions to observe controller response.

- Fine-tune calibration settings for stability and accuracy.

Operational Tips and Best Practices

To ensure longevity and reliable operation:

- Regularly inspect pneumatic lines for leaks or blockages.

- Perform routine calibration checks, especially after maintenance.
- Keep the device clean and protected from environmental contaminants.
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- Document calibration and maintenance activities for quality assurance.
- Train personnel on proper operation and troubleshooting procedures.

Troubleshooting Common Issues

- Inaccurate Control Response

- Cause: Calibration drift or mechanical damage.
- Solution: Recalibrate the controller and inspect for physical damage.

- Pneumatic Leaks

- Cause: Worn-out seals or loose fittings.
- Solution: Tighten fittings and replace worn seals.

- Sticking or Unresponsive Output

- Cause: Dirt, debris, or corrosion.
- Solution: Clean internal components and ensure pneumatic cleanliness.

- Unstable Control or Oscillations

- Cause: Incorrect calibration or unsuitable tuning.

- Solution: Adjust control parameters and verify the setup.

Maintenance and Longevity

Routine maintenance extends the life of the model 43ap pneumatic controller style b cexi:

- Monthly Checks: Visual inspection for leaks, corrosion, and physical damage.

- Quarterly Calibration: Verify accuracy and adjust as needed.
- Annual Overhaul: Disassemble, clean, and replace worn parts to prevent failure.
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Proper maintenance not only ensures consistent control but also reduces downtime and repair
costs.

Conclusion: Why the Model 43AP Pneumatic Controller Style B CEXI Remains Relevant

Despite the advent of digital control systems, model 43ap pneumatic controllers style b cexi continue
to be valued for their robustness, simplicity, and reliability in harsh industrial environments. Their
proven design, coupled with ease of calibration and maintenance, makes them a preferred choice
for process control engineers seeking durable pneumatic solutions.

Understanding the nuances of this controller?its features, applications, installation procedures, and
troubleshooting techniqgues?empowers users to maximize its capabilities and ensure seamless
process operation. As industries evolve, integrating such time-tested devices with modern
automation systems can provide a hybrid approach that leverages the strengths of both
technologies.

In essence, the model 43ap pneumatic controller style b cexi exemplifies the enduring relevance of
pneumatic control devices in achieving precise, reliable, and efficient industrial processes.

QuestionAnswer What are the key features of the Model 43AP Pneumatic Controller Style B
Cexi? The Model 43AP Pneumatic Controller Style B Cexi features precise pressure regulation,
robust construction for industrial environments, and compatibility with various control systems,
making it ideal for accurate process control. How does the Model 43AP Style B Cexi differ from
other pneumatic controllers? The Model 43AP Style B Cexi offers enhanced accuracy, improved
response time, and a durable design tailored for specific industrial applications, setting it apart from
other models with different configurations or less advanced features. What industries commonly use
the Model 43AP Pneumatic Controller Style B Cexi? This controller is widely used in industries such
as oil and gas, chemical processing, water treatment, and manufacturing, where precise pneumatic
control is essential for process optimization and safety. How do | install and calibrate the Model
43AP Style B Cexi pneumatic controller? Installation involves mounting the controller securely,
connecting the pneumatic lines according to the manufacturer's instructions, and then calibrating it
using standardized procedures to ensure accurate operation, often involving adjusting setpoints and
verifying output responses. What are the maintenance requirements for the Model 43AP Pneumatic
Controller Style B Cexi? Regular maintenance includes checking for leaks, inspecting pneumatic
lines, cleaning or replacing filters, and verifying calibration accuracy to maintain optimal performance
and longevity of the controller. Are there any known compatibility issues with the Model 43AP Style
B Cexi? Compatibility issues are minimal but may arise if the controller is used with incompatible
pneumatic systems or control valves. It is recommended to verify specifications and consult the
manufacturer's guidelines before integration. What troubleshooting steps should be taken if the
Model 43AP Pneumatic Controller is not functioning properly? Troubleshooting includes checking for
air leaks, inspecting for blockages or damage, verifying correct calibration, ensuring proper electrical
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connections if applicable, and reviewing setpoints and output signals to identify and resolve issues.
How energy-efficient is the Model 43AP Style B Cexi compared to other controllers? The Model
43AP is designed for efficient operation with minimal air consumption, contributing to cost savings.
Its efficient pneumatic design often results in lower energy use compared to older or less optimized
control systems. Where can | purchase genuine replacement parts for the Model 43AP Pneumatic
Controller Style B Cexi? Genuine replacement parts can be purchased through authorized
distributors, the manufacturer's official website, or authorized service centers to ensure compatibility
and maintain warranty coverage.

Related keywords: pneumatic controller, model 43ap, style b, style ¢, Cexi, control valve, process
control, industrial automation, pressure regulator, pneumatic instrument

Read the full article online: Model 43ap Pneumatic Controller Style B Cexi



https://wwwmail.workandjam.com/report/uBDER2W61032/model_43ap-pneumatic_controller-style-b-cexi

